
Photometric Report
Ultra-1-3200-4K - LE273 LEE-560-20-STD-301-SAM

Polar Curve Graph Angle C0 C50 C90 C130 C180

0 ° 412.08 412.08 412.08 412.08 412.08

10 ° 385.44 380.2 382.62 378.86 387.31

20 ° 352.96 348.68 351.65 347.53 353.49

30 ° 316.97 307.93 308.1 304.84 303.44

40 ° 261.91 250.65 247.05 243.07 237.81

50 ° 176.47 171.45 171.3 166.87 161.56

60 ° 90.48 91.76 96.6 90.74 85.89

70 ° 29.86 30.35 33.17 28.74 25.47

80 ° 5.33 4.23 4.18 3.53 3.7

90 ° 0.77 0.58 0.74 0.6 0.77

100 ° 0.05 0.07 0.11 0.12 0.17

110 ° 0.1 0.08 0.29 0.18 0.19

120 ° 0.14 0.11 0.44 0.24 0.27

130 ° 0.17 0.16 0.64 0.29 0.34

140 ° 0.22 0.2 0.8 0.4 0.33

150 ° 0.3 0.29 0.94 0.54 0.7

160 ° 0.37 0.45 0.89 0.65 0.63

170 ° 0.63 0.78 1.06 0.71 0.93

180 ° 0.92 0.92 0.92 0.92 0.92

Light Output Ratio

LOR 83.15%

ULOR 0.24%

DLOR 99.76%

BLF 0.23

Glare Summary

X = 4H, Y = 8H S = 1.00 H

Reflection Factors 70/50/20

UGR Transversal <19

UGR Axial <19

Classification

En 65 ° <3000cd/m 2

CIE Flux Codes 60 91 99 100 81

Utilization Factors

Room Reflectance Room Index

Ceiling/Walls/Floor 0.60 0.80 1.00 1.25 1.50 2.00 2.50 3.00 4.00 5.00

0/0/0 0.360 0.457 0.538 0.613 0.668 0.749 0.778 0.815 0.853 0.876

         According to CIBSE Technical Memorandum No. 5 1980 SHR Nom = 1.00

Glare Evaluation

Room Dimension
Reflectance of:  Ceiling / Wall / Floor Cavity

C(0) C(90)

X - Y 70/50/20 70/30/20 50/50/20 50/30/20 30/30/20 70/50/20 70/30/20 50/50/20 50/30/20 30/30/20

4H x 2H 16.1 17.3 16.5 17.6 18 16 17.2 16.4 17.6 17.9

4H x 4H 16.5 17.5 16.9 17.9 18.3 16.5 17.5 16.9 17.9 18.3

4H x 6H 16.6 17.5 17 17.9 18.3 16.6 17.5 17.1 17.9 18.4

4H x 8H 16.5 17.3 17 17.8 18.2 16.6 17.4 17 17.8 18.3

4H x 10H 16.5 17.2 17 17.7 18.1 16.5 17.3 17 17.7 18.2

4H x 12H 16.5 17.1 17 17.6 18.1 16.5 17.2 17 17.6 18.1
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