
SubSpace 50/70
Trimless Recessed mounted Linear System
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Joint channel
(Only on continuous 
systems)

Joint fastening 
bracket
(Only on continuous 
systems)

Luminaire 
housing
& gear tray

As Standard

•	 Max Luminaire housing length 3m (nominal).
•	 Housing Supplied as either: Individual (IND), End of Run (EOR) or 

Intermediate (INT)
•	 Fixation and jointing kits are packaged separately, please check 

thoroughly before installing and report any missing components.

Nominal Lengths

Products SubSpace 50 SubSpace 70

W H Kg W H Kg

870mm 60 80 2.0 85 80 2.7

1150mm 60 80 2.6 85 80 3.5

1430mm 60 80 3.3 85 80 4.4

1710mm 60 80 3.9 85 80 5.2

1990mm 60 80 4.5 85 80 6.0

2270mm 60 80 5.2 85 80 7.0

2550mm 60 80 5.8 85 80 7.8

2970mm 60 80 6.7 85 80 9.0

Recessed Trimless 
frame.
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3 Please cut-out rectangular hole in desired surface (Please use 
length as per quote and use inconjuction with table below).

Nominal Lengths

SubSpace 50 SubSpace 70

Trimless Trimless

L (A) W (B) L (A) W (B)

L* + 25mm 75 L* + 25mm 110

A

B

* Please replace L with quoted length

Frame
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1 For Recessed trimless, Insert trimless frame into prepared aperture. 

2 Please place wooden battens underneath frame tabs prior to 
bending. (Battens supplied by others) 

Frame
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3 Bend out frame tabs to hold in place.
(please see notes below for correct tabs/ceiling thickness)

NOTE:
Tabs 1 Suitable for ceiling thicknesses of up to 13mm.
Tabs 2 = Suitable for ceiling thicknesses of up to 50mm.

Tabs 1

Tabs 2 

4 Secure frame in place by fixing frame to desired ceiling.
(Appropriate fixings supplied by others)

Frame
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5

6

Skim ceiling with plaster, up to appeature edges. Make sure any 
excess plaster is cleaned from the inside of the frame prior to 
installing the luminaires.

A. Remove frame retention screws. B. Bend apearture retention 
tabs up so they are no longer visible.

Retention 
screw

Retention 
tabs

A B

Frame
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7 Remove front diffuser using pre installed release tabs, store diffuser 
safely until required later.

Front Diffuser.

8

Release tabs.

Pull Down

Pull Down

Gear Tray

A. Press gear tray releasing springs and gently pull gear tray out. B. 
Unclip pre installed safety cord clips at either and of the gear tray.

Gear releasing 
springs tray

A B

Safety cord clips

Luminaire
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9

10

For continuous systems, Install Joint fastening bracket to each 
respective body, Ensure 2mm joint channel centre holes line up 
with edge of housing, secure in place. Repeat for all joints. For 
individual luminiare installation please skip to step 5, for continuous 
systems please continue.

Joint Channel

Joint fastening bracket

Slide the two housings together, ensure joint channel slides in 
evenly into the groove on the adjoining body, once connected 
use M4x20 screw to pull joint together.

Installation details for - 50/70/90, Suspended, Surface
Recessed & Recessed Trimless versions

Do not cover rear of  recessed luminaires 
withthermally insulating materials

THESE INSTRUCTIONS MUST BE READ CAREFULLY PRIOR TO INSTALLATION & KEPT FOR FUTURE REFERNCE 
Safety

-Ensure mains supply to luminaire is disconnected 
  before installation or maintenance
-It’s recommended installation is only performed by
  a quali�ed electrical contractor in compliance with 
  current IEE regulation
-When applicable consideration, should be made that
  the �xing details & location is of a suitable size.

Ratings

- This luminaire is manufactured in compliance with 
   BS EN60598 & CE Marked
- This Luminaire is designed to operate at 230VAC -6%
  +10% 216v to 252v. DO NOT OPERATE OUTSIDE THIS
- This luminaire is only suitable for installation within their
  rated Ingress Protection limits.

Linear System

Suspended Surface Recessed with trim Recessed with trimless frame

Do not cover rear of  recessed luminaires 
withthermally insulating materials

50/70/90mm pro�le width 50/70/90mm pro�le width 60/80/100mm pro�le width (OA trim) 50/70/90mm pro�le width

Notes on the system

- Fixation and jointing kits (for continuous systems) are packaged separately, please  check   
thoroughly before reporting missing components.
- Max luminaire housing length 3m (nom)
- Housings supplied as either :- Individual (IND), End of Run (EOR), Intermediate (INT)
- Maximum system weight per meter :- 5kg
- 2 suspensions/�xings per housing
- Aperture must be carefully maintained when installing �rst �x trimless frames.
- Install luminaires into trimless housings only once ceiling �nishes have been applied (i.e paint)

System Variants 

Suspension mounted Surface mounted

 L  L  L 

 Fixing/Sus. L-220 
 Ext Power L-110 

 Fixing/Sus. L-220 
 Ext Power L-110 

 Fixing/Sus. L-220 
 Ext Power L-110 

 110 

System layout - Suspension/�xing points
Example shows a run made up of 3 housings, this is indicative and suspension/power points remain the same for all con�gurations.

Jointing

Through Wiring 

12

3

Affix joint channel to one side of 1.
joint, lining up 2mm holes on 
joint centre line

Slide joint together then fix joint 2.
tension tab in place

Use M4x20 Screw to pull joint 3.
together

Recessed Trim/Trimless  

Cut out sizes for recessed with Trim (Where L= Quoted Length) :

  - SubSpace 50 = L+5mm (A) x 55mm (B)
  - SubSpace 70 = L+5mm (A)  x 78mm (B)
  - SubSpace 90 = L+5mm (A)  x 95mm (B)

Cut out sizes for recessed without Trim (Where L= Quoted Length) :

  - SubSpace 50 = L+25mm (A) x 75mm (B)
  - SubSpace 70 = L+25mm (A) x 100mm (B)
  - SubSpace 90 = L+25mm (A) x 115mm (B)

Prepare aperture to sizes listed above

A

B

Instructions continue on reversePlug & socket connectors for through wiring

2

1

3

Fit clutch to suspension plate with M6x8 Screw supplied1.

Rotate suspension plate with clutch fitted into place2.

Bend down easy form tab to secure suspenion into place 3.
***VERY IMPORTANT***

M16 Rubber Grommet 
Fitted @ Mains in End

M6x8 Button Head 
Socket Screw

Wire Suspension 
Clutch

Suspension 
Plate 

M4 x 20 screw
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11 Offer up luminaire body and slide into reccesed frame, please 
ensure all fixing holes line up. Secure using washer and M5 screws 
provided. 

Washer & M5 
Flange nut

Fixing hole

Luminaire 
Housing
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12 Feed Incoming flex (provided by others) through the cable gland.
Connect feed into to the terminal block (See pages 13-17 for all 
wiring diagrams). 

Incoming flex

13 For through wiring, please connect inter-connecting cable 
(Supplied) to all respective terminal blocks on each gear tray. 
(See pages 16 & 17 for through wiring diagrams).

DA
DA

LIVE
EARTH

NEUTRAL

DALI wires
(where applicable)

Through wiring example image
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14

Safety cord clips

Once all electrical connections are made, lift up a gear tray and 
secure to housing using pre installed safety cord clips at either end 
of the gear tray. 

Gear Tray

Once the luminaire has been wired . Gently push all the gear trays 
into the springs so that it sits as per diagram below. 
Check all are secure.

!!PLEASE DO NOT!!
Over push gear tray into springs, 

please ensure gear tray is postioned as 
per diagram shown

15
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9 Re install all the diffusers back into the main housing ensuring 
they all click back into the body evenly.

Click



13

SubSpace 50/70

Fixed Output.

•	 Live
•	 Earth
•	 Neutral

LIVE

EARTH

NEUTRAL

LIVE

EARTH

NEUTRAL

UNSWITCHED LIVE

Fixed Output Emergency Wiring.

•	 Live
•	 Earth
•	 Neutral
•	 Unswitched Live

A

B



14

SubSpace 50/70

LIVE

EARTH

NEUTRAL

DALI

DALI

UNSWITCHED LIVE

LIVE

EARTH

NEUTRAL

DALI

DALI

DALI Wiring.

•	 Live
•	 Earth
•	 Neutral
•	 DALI 
•	 DALI

DALI Emergency Wiring.

•	 Live
•	 Earth
•	 Neutral
•	 Unswitched Live
•	 DALI
•	 DALI

C

D
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LIVE

EARTH

NEUTRAL

SWITCHED LIVE

SwitchDIM Wiring.

•	 Live
•	 Earth
•	 Neutral
•	 Variable Live

E
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Fixed Output Emergency through Wiring.

•	 Live
•	 Earth
•	 Neutral
•	 Unswitched Live

Fixed Output Through Wiring.

•	 Live
•	 Earth
•	 Neutral

Luminaire Gear Tray Luminaire Gear Tray

Terminal 
block

Terminal 
block

L
E
N

L
E
N

L
E

N

UNSWITCHED LIVE

Luminaire Gear Tray + 
Emergency luminaire

Terminal 
block

UNSWITCHED LIVE

Luminaire Gear Tray + 
Emergency luminaire

Terminal 
block

L
E
N

L
E
N

L
E

N
Unswitched live

F

G

Luminaire Gear Tra

Terminal 
block

L
E
N

L
E

N

UNSWITCHED LIVE

Luminaire Gear Tray + 
Emergency luminaire

Terminal 
block

L
E
N

L
E

N
Unswitched live
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DALI/DSI Emergency Through Wiring.

•	 Live
•	 Earth
•	 Neutral
•	 Unswitched Live
•	 DALI
•	 DALI

DALI/DSI Through Wiring.

•	 Live
•	 Earth
•	 Neutral
•	 DALI 
•	 DALI

Luminaire Gear Tray

Terminal 
block

Luminaire Gear Tray

Terminal  
block

DA
DA

L
E
N

DALI
DALI

L
E
N

DALI
DALI

LEN

UNSWITCHED LIVE

Luminaire Gear Tray +  
Emergency luminaire

L
E
N

DALI
DALI

UNSWITCHED LIVE

Luminaire Gear Tray

Terminal block
Terminal  block

Unswitched live

L
E
N

DALI
DALI

DA
DA

LEN

H

I

UNSWITCHED LIVE

Luminaire Gear Tray +
Emergency luminaire

L
E
N

DALI
DALI

Terminal block

Unswitched live

DA
DA

LEN

Luminaire Gear Tray

Terminal block

DA
DA

L
E
N

DALI
DALI

LEN
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SafetySafety

•	•	 This luminaire should be installed This luminaire should be installed 
by a qualified electrician in by a qualified electrician in 

compliance with IEE regulations.compliance with IEE regulations.

•	•	 Please ensure mains supply to Please ensure mains supply to 
luminaire is disconnected before luminaire is disconnected before 

installation or maintenance.installation or maintenance.

•	•	 The light source contained The light source contained 
in this luminaire shall only be in this luminaire shall only be 

replaced by the manufacturer replaced by the manufacturer 
or his service agent or a similar or his service agent or a similar 

qualified person.qualified person.

RatingsRatings

•	•	 This luminaire is designed This luminaire is designed 
to operate at 230VAC to operate at 230VAC 

-6% +10% 216v to 252v.                                                     -6% +10% 216v to 252v.                                                     
DO NOT OPERATE OUTSIDE THIS DO NOT OPERATE OUTSIDE THIS 

RANGE.RANGE.

•	•	 This luminaire is only suitable for This luminaire is only suitable for 
installation within its rated ingress installation within its rated ingress 

Protection limits.Protection limits.

LED

CROWN HOUSE, PLANTATION RD,
BURSCOUGH, LANCASHIRE. L40 8JT

01704 891 333
www.pandaprojects.co.uk

Subject to change without notice. Errors and omission excepted. 
Always make sure to use the most recent release.

IP20

SubSpace Recessed Trimless 50/70
21/07/2021


